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Hex Nut is a strong fastner in various applications made of hot dipped galvanized steel (HDG). 
The accessory is an excellent choice for all USG ME hanging systems.
 Available in 6, 8 and 10 mm size.

• Low carbon steel
• Hot dipped galvanized steel (HDG)

• Appearance: ISO 6157-2
• Coating: ISO 4042
• Gauge: ISO 965

Flat (HDG) Washer

HEX NUT AND WASHER
METAL 
FRAMING

PRODUCT DATA
8MM HEX NUT

DESCRIPTION

MACHANICAL
PROPERTIES

MATERIALS

SPECIFICATION

RELATED PRODUCT

Inner Diameter

Width Across Flats

Width Across Corners

Height

Proof Load Stress (Mpa/Ksi)

Hardness (HR/HV)

6.65 ~ 6.91

12.75 ~ 12.98

14.41 min

6.15 ~ 6.48

600 Mpa

Max 302 HV5

Dimension (mm)

Dimension (mm)

Item

Item

Notice:
As we are involved in  
constant products 
development; this document 
information is subject to 
change without prior notice. 
Please always refer to  
usgme.com for the updated 
products information 
document.

USG Middle East Hex Nut and Washer 
Version #: 02 / Revision date: 1-September-2022 / Issue date: 29-July-2020 / Doc. Ref. MF-TDS043-2

REFERENCES For further health and safety instructions, refer to the Safety Data Sheet (SDS) for this product, 
available from your USG Middle East sales office or USGme.com
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HNT8

WSR6
Hex Nut

Washer

Size

Size

Hex Nut 8mm
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